U 6 U Fluchtwegbeleuchtung
Emergency route lighting

+ Zinkor, weif’
Blende pulverbeschichtet

- Folie Siebdruck RAL6032
- IP40 /|

+ Wand- oder Deckeneinbau
- -5° bis +40°C

+ 22m / 30m

« Zinc steel, white
cover powder coated

- Foil silk-screen printed RAL6032
< IP40 /1
+ wall or ceiling recessed

+-5°upto+40°C

+ 22m / 30m
Einbauleuchte zur Ausleuchtung der Flucht- und Rettungswege nach Recessed luminaire for the lighting of escape and rescue routes
DIN EN 60598-1, DIN EN 60598-2-22 und DIN EN 1838. Erhaltlich according to DIN EN 60598-1, DIN EN 60598-2-22 and EN 1838.
als EVG- oder Einzelbatterie-Leuchte. Available for central power systems or as self-contained emergency
luminaire.
Ausfiihrung Bestellnummern nach Montageart Leuchtmittel
Version Order numbers acc. to mounting Hluminant
Einbau
recessed
LED, 230V AC/DC UBE 019 LED 3W - 300Im
LED, 230V AC/DC U8SE 019 LED 3W - 300Im
LED, 230V AC/DC UBE 019ML LED 3W - 300Im MQL
LED, 230V AC/DC UBE 019ML LED 3W - 300Im %




=l
P40 e |1
inclusive LED 22/34m
Ausfiihrung Bestellnummern nach Montageart Uberbriickungszeit Leuchtmittel Batterie
Version Order numbers acc. to mounting Operating Time Hlluminant Battery
Einbau
recessed
Einzelbatterieleuchten | Self-contained luminaires
LED, 230V AC, 3h UGE 013 3h LED - 150Im 4,8V/2,0Ah
LED, 230V AC, 3h USE 013 3h LED - 150Im 4,8V/2,0Ah

Einzelbatterieleuchten mit Selbsttestfunktion | Self-contained luminaires with SelfControl module

LED, 230V AC, 3h UBE 013SC 3h LED - 150Im 4,8V/2,0Ah
LED, 230V AC, 3h U8SE 013SC 3h LED - 150Im 4,8V/2,0Ah
LED, 230V AC, 8h U8BE 018SC 8h LED - 150Im 9,6V/2,0Ah
Maf3e U6 Maf3e U8
Dimensions U6 Dimensions U8
o ° 160 o @ o 200

280 65 375 65
Lochausschnitt U6 Lochausschnitt U8
Hole cutout U6 Hole cutout U8

128 160

Kabeleinfiihrungen hinten und oben mittig
cable inlet rear and at the top centric

239

Kabeleinfuhrungen hinten und oben mittig
cable inlet rear and at the top centric

336

83

Sicherheitsbeleuchtung | Emergency lighting



